PAGE e/a 



Appl. No. 10/045^67 APP 1291 

Amdt. Dated November 4. 2005 
Request for RCE 



Listing of Claims 
Claims 1- 30 (canceled) 

Claim 31 (currently amended) A system for dynaniically allocating Internet Protocol (IP) 
addresses for wireless celh in a communication network including wireless and wireline 
terminals, wireless addi^s agents» and a system IP address server, 

said system IP address server including a wireless handoff IP address pool, a 
wireless resident IP address pool, and a wired terminal IP address pool and a predictive 
analysis for allocating IP ad^ess addresses between said pools; and 

said wireless IP agents including a time-sensitive IP address pool which receives 
an allocation of addresses from said system IP address serv^ and a classification process 
which determines if a wireless terminal requesting an ff address is a time-sensitive host 
or a time insensitive host, said wireless IP agent directly forwarding to the requesting 
wimless terminal an IP address from its time sensitive jp address pool if the requesting 
terminal is a time-sensitive host and forwarding the request to the system IP address 
server if the requesting terminal is a time insensitive hosL 

Claim 32 (previously presented) A method for dynamically allocating Internet Protocol 
addresses for wireless cells in a communication network including wireless and wireline 
temiinals, wireless agents, and a system IP address server, said method comprising the 
steps of: 

said system IP address server predicatively allocating addresses to a wireless 
handoff address pool, a wireless resident IP address pool, and a wired terminal IP address 
pool and forwarding to dme sensitive address pools in said wireless IP address agents IP 
addresses; 

each wireless IP agent upon receiving a request for an IP address from a wireless 
temiinal detennining if said request is time sensitive or time insensitive; 

if said request is time sensitive* said wireless IP agent directly providing to said 
requesting wireless terminal an IP address firom its time sensitive IP address pool; and 

if said lequest is time insensitive, said wireless IP agent forwarding said request to 
said IP address server. 

Claim 33 (previously presented) The method in accordance with claim 32 wherein said 
step of determining comprises receiving a predetermined byte-code in an option field 
within a DHCP request message from the requesting wireless terminal. 

Claim 34 (previously presented) The method in accordance with claim 33 wherein the 
predetermined byte-code represents a decimal number in a range of 128-254. 

2 

PAGE6«'RCVDAT11f4/200511M2:4SAM[Easta^ 



N0V-e4-05 11 •20 FROM- TELCORDIA TECHNOLOGIE5 I D > 1 73233G3O04 



PAGE 



Appl. No. 10/045^6? APP 1291 

Amdt. Dated November 4, 200S 
Request for RCE 



Claim 35 (camently amended) A method for dynamically providing an Internet Protocol 
(IP) address pool for a dynamic address allocation protocol to serve addresses for a 
wireless cell depending on whether a request for an address by a wireless cell involves a 
time sensitive or a time sonoitive insensitive demand, said method comprising the steps 
of: 

partitioning the IP pool into groups of address spaces for use with an associated 
user group within the wireless cell; 

monitoring the types and frequencies of address demands associated with the 
wireless cell, the wireless cell distinguishing between time sensitive IP address demands 
and time insensitive IP address demands for the assignment of an IP address fix)m the IP 
address pool; and 

updating the groups of address spaces by a system IP address server based on the 
number of time sensitive and time insensitive demands as distinguished by the wireless 
cell. 

Claim 36 (previously presented) The method of claim 35 wherein said dynamic address 
allocation protocol is DHCP. 

Claim 37 (previously presented) The method of claim 35 wherein a lequest for an address 
by a wireless cell involving a handoff host is a time sensitive request and a request 
involving a dormant host is a lime insensitive request 

Claim 38 (previously presented) A method for dynamically providing IP addresses to 
requesting wireless terminals in a communication network, said method comprising the 
steps of 

a system IP address server predicatively allocating addresses to a plurality of IP 
address pools and providing pools of IP addresses to wireless IP address agents; 

8 wireless IP agent upon receiving a request for an IP address from a requesting 
wireless terminal determining if said request is time sensitive or time insensitive; 

if said request is time sensitive said wireless IP agent directiy providing to said 
wireless termiaal an IP address finom the IP address pool at said wireless IP agem; and 

if said request is time-iiiscnsitive, said wireless IP agent forwarding said request 
to said system IP address server 
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